PART 1 - PRODUCTS 
2.1 TENNIS COURT SURFACE 
A. Latexite® Crack and Leveling Compound - shall comply with the specifications of Dalton Enterprises, Inc. 
B. Latexite® Acrylic Crack Filler- shall comply with the specifications of Dalton Enterprises, Inc. 
C. Latexite® Acrylic Resurfacer - shall comply with the specifications of Dalton Enterprises, Inc. 
D. Latexite® Color Combo - shall comply with the specifications of Dalton Enterprises, Inc. 
E. Latexite® Color System - shall comply with the specifications of Dalton Enterprises, Inc. 
F. Latexite® Line Paint - shall comply with the specifications of Dalton Enterprises, Inc. 
G. Water - water used in all mixtures shall be fresh and potable. 
H. Finish color of the Latexite® Color System shall be a color as selected by the Owner.

PART 2 - EXECUTION 
2.1 GENERAL
 A. Execution and installation shall meet or exceed the minimum requirements as depicted on the Contract Documents. 
B. Meet or exceed all requirements as outlined by the manufacturer. 
C. The Contractor shall be, at a minimum, responsible for all quality assurance/quality control of horizontal and vertical alignments (direction and grading) and provide all necessary requirements. 
2.2 TENNIS COURT SURFACE
A. Tennis court surface shall be the “Latexite” system by Dalton Enterprises, Inc:
1. Following bituminous surface preparation, apply one (1) coat of Acrylic Resurfacer 
2. Apply two to three (2-3) coats of Latexite color surfacing. 
3. Apply Latexite Line Paint 

B. Bituminous Surface Preparation 
1. New asphalt surfaces shall be allowed to cure a minimum of 14 days before application of the “Latexite” system. 


2. The surface to be coated shall be sound, smooth of uniform texture, and free from dust, dirt, grease, or oils and any other deleterious materials. Prior to the application of surfacing materials, the entire surface should be flooded and checked for minor depressions or irregularities. Any puddle area covering a nickel shall be marked and repaired with Latexite Crack and Leveling Compound after all cracks are treated with Latexite Acrylic Crack Filler or approved equal system, using the following mix: 
a. 2 gallons 80 - 100 mesh silica sand.
b. 1 gallon Latexite Crack and Leveling Compound. 
c. 1/4 gallon Portland Cement. 
d. Repair cracks with Latexite Acrylic Crack Filler.   
b. After patching and crack repair, the surface shall not vary more than 1/8” inch in ten feet measured in any direction.

C. Surface Course Preparation 
1. In order to provide a summary dense underlayment for the Latexite system, contractor shall include one application of Dalton Enterprises, Inc. Latexite Acrylic Resurfacer applied to the surface to obtain a coverage of .05 gallons per square yard (Undiluted). No application shall be covered by a succeeding application until thoroughly cured. Dilution with water and sand is required utilizing the following mix: 
a. Acrylic Resurfacer 55 gallons 
b. Water (clean & potable) 24 - 30 gallons 
c. Sand (80 - 100 Mesh) 300 - 500 lbs. 

D. Latexite Color Combo 
1. Allow the Acrylic Resurfacer to thoroughly dry for at least 4-6 hours in good weather conditions before applying Latexite Color Combo. 
2. Latexite Color Combo shall be applied by use of 24’’-48’’, flexible, 50 to 70 durometer, rubber squeegee of good quality and in good condition.  The first two coats are filler coats.  The first coat will be applied in a perpendicular direction to the playing net.  The second coat and finish coat will be applied parallel with the playing net.  Each application must dehydrate before application of succeeding coat.  The entire surface shall be checked for ridges and imperfections after each filler coat and scraped smooth and cleaned of all loose debris.  Care must be taken to insure a smooth and uniform texture, free from ridges and tool marks, as the final coat is not to be scraped.  An economy color system, that can be applied to existing courts in good condition, would consist of one filler coat and one finish coat.  The application method would remain the same.  


3. Latexite Color Combo can be job mixed as follows: 
a. Latexite Color Combo 55 gallons 
b. Water (clean & potable) 20-30 (filler coats)  30-40 (Finish Coat)

4. The finished surface shall have a uniform appearance and be free from ridges and tool marks.

E. Latexite Line Paint 
1. Four hrs. minimum after completion of the color resurfacing, playing lines of the width shown on the Drawings shall be accurately located, marked, and painted with white Latexite Line Paint as specified by the U.S. Tennis Association.

F. Limitations 
1. Latexite Acrylic Color System should not be applied when ambient temperature is below 50 degree F or when surface temperature is above 140 degree F.  
2.  Do not apply when rain is imminent.  
3.  Do not store in direct sunlight.
4.  Keep from freezing.
[bookmark: _GoBack]5.  Latexite Color System should be allowed to cure for 24 hrs. before courts are opened for use. 
6.  New asphalt should cure for at least 14 days; concrete shall cure for 28 days.  
7.  Concrete must be acid washed and sealed prior to coating with Latexite Acrylic Color.  
8.  Do not apply over Coal Tar emulsions.   

